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Description 

Technical neid 

This invention relates to communications networl^s, 
and more particularly to a system and method for pric- 
ing telecommunication transactions made over a com- 
munication network. 

Background of the Invention 

The use of automatic accounting systems to rate 
telephone calls is well known in the art of communica- 
tion networks. In a typical automatic accounting system, 
when a call is first dialed, control equipment in the orig- 
inating office determines whether the call is billable (i e. 
not covered by a monthly rate). If the call is billable, an 
accounting record is created for the purpose of record- 
ing: the number of the calling tel^hone. the number of 
the receiving telephone, the time the call was answered, 
and the time the call was terminated. The information in 
the accounting record can then be used to "rate" the 
call. 

Rating the call refers to the process by which the 
charge for the call is determined. It involves: (1) calcu- 
lating the distance between the calling and called end 
offices; and (2) applying the appropriate rate - based on 
the calculated distance, the date on which the call was 
made, the time of day at which the call was made, and 
the call duration. Rating is not customer specific, and is 
conventionally performed in batch. It Is to be distin- 
guished from billing, which is customer specific. Fur- 
thermore, although billing is conventionally performed in 
batch, like rating, the batch times for billing and rating 
are usually different 

Billing is the process of aggregating a customers 
rated calls over a period of time to determine the cus- 
tomers bill for the period. Typically, the period is a month 
and the aggregation yields the customer's monthly 
phone bill. An architecture currently used for generating 
customer bills is shown in Fig. 1. 

Referring to Fig. 1, there is shown a calling tele- 
phone 102, a called telephone 104, a telephone net- 
work switch 1 0S and a Call Detail Database (ODD) 108. 
An Automatic Message Accounting (AMA) record, rep- 
resented by a block 1 1 0, is also shown. As indicated by 
the figure, a billable call may be initiated at telephone 
102 and routed through switch 106. e.g., an American 
Telephone & Telegraph Co.. Inc. (AT&T) 4ESS® switch, 
to telephone 104. The switch generates AMA record 
110, which includes the information necessary to rate 
the call. The AMA record is passed to the CDD where it 
is stored until the end of the customers billing period. At 
the end of the billing period. AMA record 110 and all 
other AMA records generated for the customer are 
retrieved from the CDD and used to calculate the cus- 
tomer's bill. 

One way to generate a customer bill is to simply 
compute a charge for each AMA record stored in the 



CDD and then aggregate the charges. However, gener- 
ating a bill usually involves more than a straight fonvard 
aggregation. Modifications to the aggregate may be 
necessary Typically modrf icattons to the aggregate are 

5 necessary because of the imprecise rating system of 
applying a general rate to each call, without taking Into 
consideration whether a customer subsaibes to a bill- 
ing service or plan. For example, customers who sub- 
scribe to plans, such as AT&Ts True USA®, may be 

10 entitled to discounts on some or all of their calls; how- 
ever a general rate, that does not account for the 
plan(s). is applied to all of the customer's ratable calls. 
Accordingly, at the end of the billing period modifica- 
tions must be made to the customer's aggr^ate bill to 

15 reflect the appropriate discount(s). After the bill is mod- 
ified to reflect the discount(8), it Is sent to the customer 
for payment. 

SuTnnwrv <fl tfig iriyemipn 

20 

It has been recognized that, since the present rat- 
ing systems cannot provide rating records tfiat incorpo- 
rate the modifications necessary to reflect a particular 
billing plan, such procedures are necessarily postponed 

2s until the end of the billing period. As such, certain types 
of billing options cannot be implemented. However, In 
the competitive telecommunication service market, it is 
advantageous for a service provider to offer as many 
billing alternatives as possible. Therefore, in accord- 

30 ance with the present invention, a system has been 
realized that is capable of processing incoming 
accounting records on a real-time basis so as to reflect 
the billing services to which a particular customer may 
subscribe. 

35 In a preferred embodiment of the invention, a Real- 
Time Analysis Engine (RAE) updates customers* bills in 
real-time by applying customer specific data to account- 
ing records. In a typical update, a customer initiates a 
call that is routed through an originating telephone net- 

40 work switch. The switch generates an accounting record 
for the call, and the record is passed to the RAE where 
tiie call is rated. The RAE tiien matches the rated call to 
a customer, locates that customer's billing data, and 
applies any customer specific discounts to the rated 

45 call. The process of rating and discounting a call is 
referred to as "pricing the call", and the result of the pric- 
ing process is refen^ed to as a "priced call value". Once 
a priced call value is generated for the customer's call, it 
may be added to other priced call values for the cus- 

50 tomer to produce a current bill for the customer. Since 
the server performs call pricing in real-time, the cus- 
tomer's cunent bill may be kept up to date on a real-time 
t)asis. Preferably, the customer's cunent bill is saved in 
a Summary Datat)ase (SD) within the RAE, and the 

55 priced call values are saved in the CDD. 

Bri^t DgsgrlPtiPn of th^ Orgwlngs 

Rg. 1 is a t)lock diagram of a prior telephone call 
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billing system. 

Fig. 2 is a block diagram of a telephone call billing 
system in accordance with a prefenred embodiment of 
the present invention. 

Fig. 3 is a block diagram of an alternative telephone 
call billing system in accordance with the present inven- 
tion. 

Fig. 4 is a block diagram of a second altemative tel- 
ephone call billing system in accordance with the 
present invention. 

Fig. 5 is a flowchart depicting the steps involved 
generating real-time call prices and real-time customer 
balances according to the present invention. 

Fig. 6 is a block diagram of a telephone call billing 
system according to the present invention, in which calls 
may be routed based on real-time pricing information. 

Fig. 7 is a block diagram of an alternative telephone 
call billing system according to the present invention, In 
which calls may be routed based on real-time pricing 
information. 

Fig. 8 is a block diagram of a second alternative tel- 
ephone call billing system according to the present 
invention, in which calls may be routed based on real- 
time pricing information. 

Deiatled Descrlrtlon 

Referring to Fig. 2, there is shown a block diagram 
of a tel^hone system in accordance with a preferred 
embodiment of the present invention. As can be seen 
from the figure, a call may be initiated at a first tele- 
phone 202 and directed to a second telephone 204. The 
call is routed through a network switch 205 that gener- 
ates an AMA record 210 for the call and passes the 
AMA record to a CDD 208. It should be noted here that 
there are an abundance of protocols and transmission 
media that may be used for passing the data from the 
switch to the CDD. For example, suitable protocols 
. include the well known File Transfer Protocol (FTP) and 
Transmission Control Protocol/Internet Protocol; and 
suitable transmission media include twisted shielded 
pair wires, fiber optic lines, coaxial cable, and wireless 
links. Moreover, these protocols and media are suitable 
for use in all data transfers and queries hereinafter 
described. 

In any event, once the AMA record has been 
passed to the CDD, it is available for use in pricing the 
call. To this end. the AMA record is passed to a Real- 
Time Analysis Engine (RAE) 212. whrch may be a gen- 
eral purpose computer capable of running the software 
necessary to implement the invention. The RAE applies 
any customer specific billing parameters to the AMA 
record to produce a processed AMA record. It then 
passes both the AMA record and the processed AMA 
record back to the CDD for storage. A method for pass- 
ing the data back to the CDD is disclosed in co-pending, 
commonly assigned, US Patent Application Serial No.: 
08/607.983 - entitled "Compression and Buffering of a 
Stream with Data Extraction Requirements" - which 



application is incorporated herein by reference. 

The RAE performs its functions the instant the 
switch passes the AMA record to the CDD (i.e. it per- 
forms call pricing in real-time). In order to achieve real- 

5 time processing of AMA records the invention must 
overcome two primary obstacles. First, the customer 
specific data is fragmented across multiple business 
units, with no cohesive notion of an integrated customer 
profile. This situation is depicted in Fig. 2, which shows 

10 several customer profile databases 214. 216 and 218. 
As shown in the figure, the invention overcomes thte 
obstacle through the use of an integrated customer pro- 
file database located within the RAE. Software tools 
update the integrated customer profile database in 

15 response to updates of the individual customer profiles 
214, 216 and 218 so that the integrated database 
always contains cunent information on ail customers. 

The second obstacle to performing real-time pricing 
of telephone calls is the sheer volume of customer and 

20 telephone call data. The volume makes it difficult to 
store, rate, and query call data in real-time. To surmount 
this obstacle the invention accumulates summary infor- 
mation as each individual call (AMA) record is received 
and rat»j in real-time. It is generally desirable for a tele- 

25 phone network to maintain a customer's current bill. 
Thus, one type of accumulated summary information 
may be current bills for each network customer. Never- 
theless, it may be useful to accumulate other types of 
summary information for particular customers. The 

30 nature of the accumulated summary information for a 
particular customer depends upon the services sub- 
scribed to by that customer. For example, a customer 
may subscribe to a plan in which calls made during the 
hours between 5:00pm and 9:00am receive a 10% dis- 

35 count; in which case it is useful to maintain a summary 
field containing the number of minutes of calls that the 
customer has made during the discount period. 

It may also be useful to accumulate summary infor- 
mation across customers. For example, it may be desir- 

40 able for marketing purposes to know customers' total 
expenditure on a particular plan for a given billing 
period. In such a case, the prices of all calls made under 
the subject plan, regardless of the customer, may be 
aggregated for the given billing period to provide a cur- 

45 rent total expenditure on the plan. 

In any case, the summary information is stored in a 
Summary Database (SD) 213 that is located within the 
in the RAE. Thus, in the preferred embodiment, AMA 
records and processed AMA records are stored in the 

50 CDD, while summary information is stored in the SD. 
Nevertheless, it should be noted that many alternative 
storage schemes may be employed without departing 
from the ^irit of the invention. For example, in one alter- 
native scheme, AMA records are stored in the CDD, 

55 summary information are stored in the SD. and proc- 
essed AMA records are stored in both the CDD and SD. 

There are many applications in which the priced call 
data provided by the preserrt invention may be used. 
These include those situations in which a person rents 
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telephone equipment or services and must pay for the 
usage of the equipment or service at the end of the 
rental period. The present invention allows the rental 
company to bill for usage without adding any hardware 
or software in the rental equipment. All that is required 5 
is that the rental company be given access to the data 
provided by the present Invention. One way to provide 
such access is by allowing the rental company to query 
the SD. and/or ODD, directly through a network connec- 
tion. ^0 

An example of a rental application for the present 
invention involves Including cellular phones in rental 
cars. The rental car company can bill for inclusion of the 
cellular phone based on the renter's usage. This is done 
by resetting the cellular phone account at the time of 15 
rental and placing a query to tiie network servicing the 
phone at the time of return. The cellular phone account 
balance - kept current in accordance with the present 
invention - is simply added to the rental customer's bill. 
As an option, the rental customer can be provided with 20 
a detailed bill that includes the price of each call made 
during the rental period. 

Referring now to Fig. 3. there Is shown an alterna- 
tive preferred embodiment of a tel^hone system in 
accordance with the present invention. As shown in the 2s 
figure, a call may be initiated at a first telephone 302 
and directed to a second telephone 304. The call is 
routed by a network switch 306. which generates an 
AMA record 31 0 for the call. The AMA record is passed 
to a RAE 31 2 which applies customer specific parame- 30 
ters to the AMA record to produce a processed AMA 
record. The AMA record and processed AMA record are 
then passed to a ODD 308 for storage. 

Uke the RAE of Fig. 2. the RAE of Fig. 3 includes a 
SD 313. The RAE of Fig. 3 also includes an integrated 35 
customer profile - although, it should be noted that for 
simplicity of presentation the individual customer profile 
databases are not shown in Fig. 3, nor in ttie figures that 
follow. Also, like the RAE of Fig. 2. the RAE of Fig. 3 
accumulates summary information as each individual 40 
call record is received and rated in real-time, the sum- 
mary information being stored in the SD 313. As in the 
prior described embodiment, alternative schemes may 
be employed for the storage of the AMA records, proc- 
essed AMA records, and summary information. 45 

Fig. 4 shows another preferred embodiment of a 
telephone system in accordance with the present inven- 
tion. In tiie Figure 4 embodiment as in the previous 
embodiments, a call initiated at a first telephone 402 
may be directed to a second telephone 404 through a so 
network switch 406. which generates an AMA record 
41 0. However, in the Fig. 4 embodiment the AMA record 
is passed to a Rating Complex (RC) 412. The RC is a 
unit which performs ttie functions of the ODD and RAE, 
and may tiierefore be characterized as a combined ss 
CDD and RAE. As shown in the figure, the RC may 
include a SD 413 for storing the summary information 
separately from the AMA records and processed AMA 
records. As in the prior described embodiments, alter- 



native schemes may be employed for the storage of tiie 
AMA records, processed AMA records, and summary 
information. 

It should be noted that although all three embodi- 
ments discussed above depict a call as being initiated 
from a first telephone and directed to a second tele- 
phone, it is possible that calls may be initiated by, and 
directed to. many different types of communication 
devices. For example, a call may be initiated by a fax 
machine and directed to a personal computer. Moreo- 
ver, a call may be initiated by a single communication 
device and directed to multiple communication devices. 
For example, a call may be initiated by a fax machine 
and directed to multiple independent personal comput- 
ers. For purposes of this description, each instance of a 
single initiating call being directed to a different ternii- 
nating device will be considered an independent call. 

Rg. 5 shows, in flowchart form, a procedure tiiat a 
RAE may use to perform real-time processing of AMA 
records for a customer and maintain a current bill for ttie 
customer. In the following desaiption of the flowchart 
references will be made to the embodiment shown in 
Fig. 2. 

Upon receiving an AMA record from CDD the 
first step RAE 212 takes is to rate tiie call (step 302). It 
must ttien match the rated call to the customer (step 
3(M) so that customer specific parameters can be 
applied to the call. Several well known techniques can 
be us^ to match the rat^ call to tiie customer. One 
such technique uses Automatic Number Identification 
(ANI). In an ANI system, the number of the telephone 
station from which a call is initiated is determined and 
used to identify the party who initiated the call. Accord- 
ingly, in the Fig. 2 embodiment, the number of telephone 
202 may be determined and passed to ttie RAE along 
witii tiie AMA record. The RAE may then cross-refer- 
ence tiie number to the customer profile containing the 
customer specific data to be used for the current call. 
Once tiie appropriate profile has been determined, tiie 
RAE applies tiie customer specific data to the rated call 
to produce a priced call value (step 306). Hie priced call 
value may be added to ttie customer's previous balance 
to aeate a new balance, or "current bill" (step 3(ffi). 
Finally, the priced call value (processed AMA record) is 
stored in the CDD. and ttie current bill (summary infor- 
mation) Is stored in the SD (step 312). As described in 
relation to Fig. 2, an alternative scheme is to store botii 
the prk;6d call value and current bill - collectively termed 
Ihe priced call data" - in the SD; in which case, step 312 
would involve storing the priced call value and the cur- 
rent bill in tiie SD. 

As an optional step in the procedure of Fig. 5. the 
RAE may adjust charges for oM calls to reflect certain 
types of billing plans (step 310). For example, a cus- 
tomer may subscribe to a plan In whteh tiie customer 
receives a conditional 10% discount on all calls, the 
condition being that tiie customer exceed $100.00 in 
total charges for a given billing period. In such a sce- 
nario, calls will initially be billed at the full rate, until such 
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time that the customer reaches $100.00 in total 
charges. Thus, if the customer does reach $100.00 
before the end of the billing period, not only will succes- 
sive calls need to be discounted by 10%, but alt previ- 
ous calls will need to be discounted by 10%. This 
requires that prices generated for the previous calls be 
retroactively adjusted. 

The priced call data provided through the RAE may 
be used as a basis for making call routing dedsions. An 
embodiment capable of performing this function is 
shown in Fig. 6. Fig. 6 is the same as Fig. 2 with two 
exceptions: (1) the omission of the individual customer 
profile databases, and (2) the addition of a datalink 614. 
As shown in the figure, a call may be initiated at a tele- 
phone 602 and routed to a telephone 604 through a net- 
work switch 606. The switch generates an AMA record 
61 0 that is passed to a CDD 608, and then on to an RAE 
612 for processing. As described above, the RAE may 
use the AMA records to generate priced call data In the 
form of priced call values and current bills. This priced 
call data may be stored in SD 61 3. 

As part of the process of routing a call, switch 606 
may query the RAE for some or all of the priced call data 
via datalink 614. In this manner, the data returned in 
response to the query may be used by the network 
and/or customer in deciding how the call should be 
routed. A method that may be used to query the RAE is 
disclosed in co-pending, commonly assigned, US Pat- 
ent Application Serial No.: 08/446,170 - entitled 
"Method for Querying Incrementally Maintained Data- 
bases" - which application is incorporated herein by ref- 
erence. An illustrative scenario in which a call is routed 
based on priced call data is described below, with refer- 
ence to Fig. 6. 

As part of a rental car agreement a customer is pro- 
vided with a cellular phone. The customer is not to be 
billed for the cellular phone based on usage, however, 
the customer is not to exceed a predetemiined usage 
allowance during the rental period. The amount of 
usage allowance expended by the customer is main- 
tained as summary information by the RAE. When the 
customer initiates a call from tiie cellular phone (repre- 
sented by telephone 602) switch 608, whtoh may be the 
originating office switch, queries the RAE via datalink 
614 to determine whether or not the customer has 
enough allowance remaining to complete the call to the 
desired terminating station (represented by telephone 
604). If tiie customer does not have sufficient allowance 
remaining, switch 608 does not route the call to tele- 
phone 604, but rather takes some alternative action, 
such as allowing the customer to dial an alternative 
number. As an added feature, the network may initiate 
an announcement to tiie customer via a voice response 
unit, informing the customer tiiat he does not have suffi- 
cient allowance to cover the desired call and that tiie 
customer may dial an alternative number. 

Many variations are possible in tiie above- 
described rental scenario. For instance, upon the initia- 
tion of a call by the rental customer, a query may be 



generated, and an indication that the customer has 
exceeded his allowance may be returned. However, 
ratiier than simply preventing the customer from making 
the call, the customer may be notified that he has 

5 exceeded his balance and may be given the option to 
continue at an additional cost. 

In addition, there are many possible alternative 
embodiments of the Fig. 6 system, each of which are 
capable of using real-time priced call data to route calls. 

10 One such alternative emtx)diment is realized by making 
a small modification to the emtxxliment shown in Rg. 6. 
Instead of providing a datalink from tiie switch to tiie 
RAE, a two-way data/ink 616 may be provided between 
the switch an the CDD. Thus, queries from the switch 

15 may be made directiy to the CDD. and tiie CDD can 
pass tiie desired data back to the switch. Of course, in 
such an embodiment it is necessary that the desired 
data be present in the CDD. In this regard, tiie system 
may be set up so that tiie RAE passes ail possible 

20 desired data, e.g., current bills, back to the CDD when it 
performs its real-time pricing calculations. 

Further embedments capable of using the real- 
time pricing data are shown in figures 7 and 8. Figures 
7 and 8 are analogous to figures 3 and 4, respectively. 

25 Fig. 7 shows telephones 702 and 704, network switch 
70S, AMA record 710, RAE 712 (including SD 713) and 
CDD 708. Fig. 7 also shows a two^ay connection 714 
between tiie switch and RAE, and a two-way connection 
716 between the RAE and tiie CDD. These connections 

30 facilitate the querying of the RAE as part of the call rout- 
ing process. In particular, two-way connection 714 
allows tiie RAE to pass to the switch information which 
has been requested by the switch as part of a query. 
Two-way connection 716 allows for tiie ti-ansfer of infor- 

35 mation from the CDD to the RAE in the event that Infor- 
mation requested by the switch is stored in tiie CDD and 
is not immediately available at ttie RAE; in which case 
the RAE may query the CDD for the information and 
then pass it on to tiie switch. 

40 Rg. 8 Shows telephones 802 and 804, network 
switch 806. AMA record 810 and RC 812 (including SD 
813). Fig. 8 also shows a two-way connection 814 
between tiie switch and the RC. The two-way connec- 
tion allows the RC to answer queries that are generated 

45 by tiie switch as part of the routing process. 

Claims 

1 . A method for pricing a call made over a network by 
so a customer of the network; wherein the amount that 
the customer is to be billed for the call is determined 
in real-time from customer specific data known to 
the network, the method comprising tiie steps of: 

55 (a) generating a record tiiat describes the call; 

(b) receiving said record at a Real-Time Analy- 
sis Engine; and 

(c) using said record and the customer specific 
data to determine a priced call value for the 
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call. 

2. The method according to claim 1. wherein said 
priced call value incorporates one or more dis- 
counts to which the customer is entitled. s 

3. The method according to claim 1, further compris- 
ing the step of: 

updating the customers current bill by adding io 
said priced call value to the customer's bal- 
ance. 

4. The method according to claim 3, wherein said 
priced call value Incorporates one or more dis- is 
counts to which the customer is entitled. 

5. A system for pricing a call made over a network by 
a customer of the network; wherein the amount that 
the customer is to be billed for the call is determined 20 
in real-time from customer specific data known to 
the network, the system comprising: 

(a) means for generating a record that 
describes the call; and 2s 

(b) means for (1) receiving said record, and (2) 
using said record and the customer specific 
data to determine a priced call value for the 
call. 

30 

6. The system according to claim 5, wherein said 
priced call value incorporates one or more dis- 
counts to which the customer is entitled. 

7. The system according to claim 5, further compris- 3S 
ing: 

means for updating the customer's currerit bill 
by adding said price to the customer's balance. 

40 

8. The system according to claim 7, wherein said 
priced call value incorporates one or more dis- 
counts to which the customer is entitled. 
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